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型号hy9315/hy9320/hy9345/hy9360/hy93100     輸出容量 15KVA/20KVA/45KVA/60KVA/100KVA 
Performance characteristics:  

》For three-phase power source input, they are all of three-phase 380V10%,50Hz/60 Hz,
　Three-phase four-wire/three-phase three-wire; three-phase power source output capacity: 3KVA-600KVA
》Knob rapid regulation of three-phase power source output voltage and output frequency;
》Output voltage: phase voltage 0.0V-300.0V/wire voltage 0.0V-521.0V，three-phase four-wire system; 
》Output frequency: 45.0 Hz-70.0 Hz，50 Hz，60 Hz，400Hz；
》Any phase of the three-phase power source output voltage may be 100% applied alone;
》The phase difference of the three-phase power source output voltage is  120 ±2° ;
》High accuracy LEO digit display, it is possible to change over to any parameter display of the A, B and C three phases arbitrarily.

	Main technical parameters

	　Model（HY）
	9315
	9320
	9345
	9360
	93100

	　Total output capacity
	15KVA
	20KVA
	45KVA
	60KVA
	100KVA

	　Capacity for each phase
	5KVA
	7KVA
	15KVA
	20KVA
	3  33.3KVA

	　Exchange importation
	Three Phase 380V/50Hz,60Hz

	　Phases
	Three Phase（Phase Difference120±2°

	　Voltage
	Resist
	Phase voltage：0V-150V(Line voltage：0V-260V)

	
	Upmarket
	Phase voltage：0V-300V(Line voltage：0V-520V)

	　Maximum current
	Resist       0.0V～150.0V
	42A
	50A
	125A
	168A
	276A

	
	High block      0.0V～300.0V
	21A
	25A
	63A
	84A
	138A

	　Regulators frequency rate
	≦0.1%

	Load Regulators rate
	0.50%

	　Waveform distortion
	≦1.5%（Resistive load）

	　Reaction time
	Maximum 2ms

	Instructions resolution

　
	Digital frequency
	4Median  Resolution 0.1Hz

	
	Digital voltage
	4Median  Resolution 0.1V

	
	Several current
	4Median  Resolution 4A Following：0.001A   4A More：0.01A

	
	Digital Power
	4Median  Resolution 200W Following：0.1W   200W More：1W

	　

Protection Device
	Fuse Switches no input, no output fuse switches, electronic circuits, rapid detection of overvoltage, overcurrent and overload. too high temperature and short circuit & escape from the protection and automatic warning devices. 

	　Cooling Device
	Mandatory cooling fans

	Environment

　
	Working temperature
	0℃～45℃

	
	Relative humidity
	0～90%（Non-condensing state）

	　Exterior Dimensions（mm）
	610×950×725
	700×1200×1020
	700×1340×1280
	800×1340×1420

	　Weight（KG）
	245
	360
	550
	650
	1050

	Note : can be customized according to specifications of Power


